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Master Epoxy Thinner 
Material Safety Data Sheet 
Master Epoxy Thinner for coatings used for Master Epoxy Finish, 
especially Thinner for use for thinning and cleaning epoxy 
coatings. A mixture of hydrocarbon solvents compatible with 
solvent based epoxy coatings.  

Research and Development Department                                      
Master Paint Industries (Pvt.) Ltd.                                                
Phone :  0 4 2 – 111  – 333 – 465,                                                               
E-Mail :  info@masterpaints.com 
      



         

 

 

Pa
ge
2 	

 
Master Epoxy Thinner 

Data Sheet 
PRODUCT INFORMATION 
 

SAFETY AND ENVIRONMENTAL NOTES: 

Material health and safety data sheet is available upon request. Please observe the precautionary notice 

displayed on the container. Ensure proper ventilation during application and drying of paint. Avoid 

inhalation of paint mist and vapours and skin contact. Spillage of paint on skin should immediately be 

removed with suitable cleanser soap and water. Eyes should be well flushed with water and immediate 

medical attention should be sought. 

Description: Master Epoxy Thinner for coatings used for Master Epoxy Finish, 
especially Thinner for use for thinning and cleaning epoxy coatings. A 
mixture of hydrocarbon solvents compatible with solvent based epoxy 
coatings.  

  
PHYSICAL INFORMATION:		 	

Weight/Litre	 0.86	kg.	

Flash	Point	 23*C		

Relative	Evaporation								0.25	

Packing	Size	 4	Ltrs			

	

APPLICATION DETAIL : 

A	mixture	of	hydrocarbon	solvents	compatible	with	solvent		based	epoxy	coatings.		

 
TYPICAL SURFACES : 
Pre-	primed	and	smooth	surface.	Ensure	that	surface	is	clean,	dry	and	free	from	grease,	oil	and	
other	contamination.	Wood	should	be	properly	sanded	and	must	be	scuffed	in	the	direction	of	
metal	grains.	Seal	with	epoxy	Z.P	primer.		

	

 



         

 

 

Pa
ge
3 	

 


